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Sannin HF-SSB 
audio clarity 


¢ First Mobile/Base 


With SGC’s ADSP® (Adaptive Digital Signal Processing) & HF-SSB with DSP 
SNS” (Spectral Noise Subtraction). * Audio &Visual 


fine tuning for 
swift interception 
of weak signals 


¢ High accuracy 
spinner knob 


° 8 preset and 7 
user-programmable 
ADSP” memories 


¢ SG-2000transceiver 
provides 150 watts 
(stress power: 275 W) 


¢ SG-2000 transceiver 
includes 644 HAM 
and ITU discrete 


SGC Catalog Number: 04-10 SG-2000 and PowerTalk™ Control Head. frequencies 
04-22 PowerTalk™ Control Head only. 
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An Explanation of ADSP® and SNS® 
ADSP® (Adaptive Signal Signal Processing) and SNS® (Spectral Noise 
Subtraction) are advanced signal processing technologies which result in 
vastly superior HF-SSB signal clarity. They are the key ingredients in the 
SG-2000’s unbeatable receiver performance. 
The attached charts depict the effect of ADSP® and SNS® on a typical 
HF-SSB signal. 
¢ High Frequency Filter—with 31 steps in 100Hz increments. 
* Low Frequency Filter—with 31 steps in 100 Hz increments. 
* Center Band Filter—with 30 steps in 100 Hz increments. 
For a total of 28,830 filter combinations. 

From an engineering standpoint, SGC’s ADSP® and SNS° utilize the 
highest frequency integrated circuit chip available in the industry, providing 
the ultimate in HF-SSB signal processing and noise reduction performance. 
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SG-2000 with PowerTalk™ 
Specifications: 


Channels: 100 channels,user 
programmable and 
644 channels ITU 
voice and data, fac- 


tory programmed. 

Scan channels: Up to 100 channels. 

Frequency 

range TX: 1.6 to 30 MHz 

RX: .5 to 30 MHz 

Power output: 150 watts PEP 
(maximum stress 
power: 275W) 

Frequency stability: +/-10 Hz 

Operating modes: A3A, A3H, A3J 
and CW in LSB and 
USB 

Display: LCD for frequency 
or channel, with 
annunciators 

Metering: S-meter, forward or 
reflected power 

Keypad: 21 keys including 
power, up/down, all 
functions 

For operation: 12 VDC 

Squelch: Voice operated with 
syllabic detection 

Speaker: Internal RTTY, 
ARQ, FEC, 

PACKET: Ready and 
compatible (modem 
optional) 

AFSK Input/ 

Output impedance: 600 Ohms 

Computer 

Input/Output: RS-232 (optional). 
MS DOS Version 
3.3 or higher, 
compatible 
computer required. 

Intercom: Between all control 
heads 

Full remote control, up to 8 stations 

Microphone: Dynamic 

Clock: Time of day or date 

Timer: Radio On/ Off 

Operating Temp: -45°C to 85°C; Full 
specification 
temperature: 
-30°C to 60°C. 

Size: 4.75Hx10Wx15L 
inches. 12.1H x 
25.4W x 38.1L cm) 

Weight: 12lbs. (5.4 kg) 

Approvals: FCC type approved, 
parts 80,87,90, 
DOC and CEPT 
(pending). Meets 
CCIR specifications 
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